Max. reach:
550 mm

LR Mate 200iD/4SH isrorrm Do ) Max. toad capacity

at wrist: 4 kg

Motion range (°) Maximum speed (°/s)

Controlled | Repeatability Mechanical J4 Mom_ent/ J5 Mom_ent/ Jbé Morn_ent/
weight Inertia Inertia Inertia

axes (mm) (kg) JUL 2| U3 | U4 U5 U6 | BV | 1| U2 U3 U4 | U5 | J6 | E (Nm/kgm?) (Nm/kgm?) (Nm/kgm?)

5 +0.013* 19 360 | 230 | 402 | 240 | 720 - - 460 | 460 | 520 | 560 |1500 | - - 8.86/0.2 4.0/0.046 (5.5/0.083) -
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Working range ;
‘ 160 x 160
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Open air cablnet o

(0, +880)

Electrical connections e

Voltage 50/60Hz3phase [V] T
Voltage 50/60Hz 1phase | [V]
Average power consumptlon [kW] 0.5

J4 axis
rotation center

Integrated services

egrated S|gnals on upper arm In/Out ‘6/2
1

(-550,+330) Integrated I U e e, .

Enwronment
AQ ise level [dB]

Ambient temperature [°C]

Motion range
of the J4 axis
rotation center

(+550, +330)

0-45

Protection

Body standard/optional ... o 1PET

(+225,-90) Wrist & J3 arm standard/optional ~Ipe7
Clean room [ISO Class 4] '

Motion range may be
restricted according
to the mounting angle!
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